ANTM-8408QG

Overview

ANTM-8408QG is a 2-Layer managed Ethernet switch based on RTL8281 and
RTL8380BL, offers 8 10/100/1000Mbps copper ports and 4 x 2.5Gbps ports. It supports an
embedded software package offering a full suite of Layer 2 managed Ethernet switching
capabilities. The module is intended to be used on a carrier board to implement a complete
Ethernet switching solution. The core Ethernet switching technology is almost fully
encapsulated on the module. For many applications, only the small of magnetics and 1/O
connectors is required to complete the circuit, enabling easy development of custom form
factor compact, rugged Ethernet switch solutions.

We have full software and hardware development capabilities, We focus on custom-tailored services
for managed switches to meet specific customer requirements,For qualified-volume customers seeking
turnkey switch solutions,We delivery a full suite of H/W and S/W design files,include Schematic diagrams,
BOM(BIll of Materials), and partial custom software packages and compilation environment are available

with the payment of software license fee.
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Custom Carrier Board Design

Anoatech engages in the design and manufacturing of custom carrier boards for our Ethernet
switch modules. Contact us to learn more about how we can provide a cost-effective, low-risk,
quick time to market solution for your Ethernet switch project using the switch module and a

custom carrier board that fits your exact needs.



Features

Low-cost rugged managed switch module

COM-like virtually-complete Ethernet switch with embedded software on a compact module

Enables rapid development of custom Ethernet switch boards and systems

Economical solution for applications requiring managed switching capability

Design kit available with carrier board schematics and bill of materials

8 x 1G copper Ethernet ports

4 x 2.5G ports for SFP  (8380BM support 2 x 10G )

Layer 3 managed Ethernet switch software built-in

High speed connectors carry all signals to carrier board

Custom branding and carrier board design / manufacturing services available

Embedded software

e VLAN
e MSTP
e RSTP

e Link aggregation

e IGMP snooping

e  Port mirroring

e QoS

e Storm control

e Port and Queue policers

e Port-based single and multiple 802.1x
e Port speed/duplex mode/flow control
e 802.1Qbb priority-based flow control
e Jumbo frame support




Specifications

Number of Ports 8 10/100/1000Mbps copper ports and 4 x 2.5Gbps ports.
Operating -40 to +85°C

temperature

Weight 80g

RohS Compliant

Implementation Embedded switch module

On-board Memory  32M-byte

Network SNMP v1/v2c/v3;Web GUI and command line interface (CLI)
Management

Serial Port 1 RS-232 port for host interface,115200/N/8/1

Indicator lights LEDs for each port indicate link status and speed
Dimensions 6.7mm x 4mm x0.6mm

Input voltage 3.3VDC

Power

. <6W
consumptlon




